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PROPERTIES
•  Modular design

•  Mounted on stands, suspended from the ceiling,  
or integrated into a movable robot gantry

•  Innovative air flow principle

•  Insertable 

BENEFITS
•  Low flow rate required due to innovative flow principle

•  Plenty of scope for plant design due to variety of mounting options

•  Low transport costs and easy installation thanks to assembly set

•  Many different sizes available due to the modular design

•  Increased health protection because dust can be sucked up directly at source

•  Protection against welding spatter for staff and equipment thanks to KEMPER welding strips

VARIOHOOD
Modular extraction hood for welding robots

The VarioHood extraction hood for 
welding robots can be configured in 
a number of sizes due to its modular 
design. Due to the innovative air flow 
principle, the extraction hood requires 
only a low flow rate to operate effectively. 
Flexible installation options, for instance 
mounting on stands, suspended from 
the ceiling or integrated into a movable 
robot gantry, offer plenty of scope for 
plant design.
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The VarioHood extraction hood is ideally suited for connection to KEMPER PlasmaFil, PlasmaFil Pro, 
ArcFil, ArcFil Pro, LaserFil and LaserFil Pro extraction systems using pipes. Various installation options 
allow for a lot of leeway when planning the system and selecting the right plant size.  
Whether elevated in the room, suspended from the hall ceiling or integrated into a movable robot  
portal – the innovative air flow principle is always guaranteed. 

The VarioHood is equipped with welding protection strips from the KEMPER range with an overlap 
degree of 33 %, 66 % or 100 %. These can be individually adjusted in length to your needs. The strips are 
crucial for optimal air intake and ensure that the polluted air does not pollute other areas. 

The VarioHood modular extraction hood can be individually configured in grid dimensions of 450 mm 
x 450 mm up to a maximum width of 3,150 mm. The length doesn't matter. KEMPER has already  
realised extraction hoods with a length of more than 20 metres. Thanks to the pluggable design,  
assembly is child's play and transport costs are low.
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INTERNATIONALLY REPRESENTED 
WITH EXPERT ADVICE EVERYWHERE

Germany (HQ)
KEMPER GmbH
Von-Siemens-Str. 20
D-48691 Vreden
Tel.	 +49 2564 68-0
Fax	 +49 2564 68-120
mail@kemper.eu
www.kemper.eu

United Kingdom
KEMPER (U.K.) Ltd.
Venture Court
2 Debdale Road
Wellingborough 
Northamptonshire NN8 5AA
Tel.	 +44 1327 872 909 
Fax	 +44 1327 872 181
mail@kemper.co.uk
www.kemper.co.uk

France
KEMPER sàrl
7 Avenue de l’Europe
F-67300 Schiltigheim
Si vous appellez de France
Tél.	 +33 800 91 18 32
Fax	 +33 800 91 90 89
De Belgique ou de l’étranger
Tél.	 +492564 68-135 
Fax	 +492564 68-40135
mail@kemper.fr
www.kemper.fr

China
KEMPER China
Floor 2, Building 6
No. 500 Huapu Road
Shanghai 201799
P.R. of China
Tel.	 +86 (21) 5924-0978
Fax	 +86 1852-1069-401
info@kemper-china.com.cn 
www.kemper.cn.com

Spain
KEMPER IBÉRICA, S.L.
Avda Diagonal, 421 3º
E-08008 Barcelona
Tel.	 +34 902 109-454
Fax	 +34 902 109-456
mail@kemper.es
www.kemper.es

India
KEMPER India
55, Ground Floor, MP Mall
MP Block, Pitam Pura
New Delhi -110034
Tel.	 +91.11.42651472
mail@kemper-india.com
www.kemper-india.com  

Poland
Kemper Sp. z o.o.
ul. Grzybowska 87
00-844 Warsaw
Tel.	 +48 22 5310 681
Fax	 +48 22 5310 682
info@kemper.pl
www.kemper.pl

Česká Republika
KEMPER spol. s r.o.
Pyšelská 393
CZ-257 21 Poříčí nad Sázavou
Tel.	 +420 317 798-000
Fax	 +420 317 798-888
mail@kemper.cz
www.kemper.cz

United States
KEMPER America, Inc.
2460 Industrial Park BLVD.
Cumming, GA 30041
Tel.	 +1 770 416 7070
Fax	 +1 770 828 0643
info@kemperamerica.com
www.kemperamerica.com

Netherlands
KEMPER B.V.
Demmersweg 92
Begane grond
7556 BN Hengelo
Tel.	 +492564 68-137
Fax	 +492564 68-120
mail@kemper.eu
www.kemper.eu


